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6,000# Pro Field Tractors 
General  
1. Any gear, any speed, shifting of T/A’s Power Directors, Multi-Powers, or like transmission allowed. 
2. All rules and oversights will be interpreted by the IAMO Board of Directors with all finding and 

rulings being final. 
Weight  
1. 6,000 lbs.  
Engine  
1. Cubic inch limit for Turbo or NO2 tractors is 360 with 1% allowance. 650 c.i. limit on tractors with 

no turbo or NO2.  
2. Diesel powered tractors will be allowed a single turbocharger and restricted to 3,000 rpm. Gasoline or 

LP tractors will be allowed a single turbo charger and unlimited RPM.  
3. Injection pumps will be limited to a single “P” series Bosch max size of 7100 with 13mm plungers. 
4. Gasoline or LPG powered tractors will have no restriction on carb size.  
5. NO turbocharged alcohol.  
6. All Diesel turbocharged tractors must be equipped with IAMO approved rpm measuring telemetry 

and female plug-in.  
7. Naturally aspirated tractors have no rpm limit.  
8. NO2 is NOT allowed on turbocharged tractors.  
9. Mechanical injection of diesel fuel is required. No common rail systems allowed.  
10. No aluminum or aftermarket manufactured heads allowed.  
11. Any integral plates, girdles, or reinforcement devices that enhance the engine’s rigidity and improve 

safety will be allowed. Deck plates can be no thicker than 1”. Girdles can be no thicker than 1” 
material. Spacer plates can be no more than 2” combined.  

12. All tractors must be equipped with a steel flywheel.  
13. Head and pan measurements to be made for cubic inch establishment prior to the start of the season. 

Head must be visible for viewing. Block casting and serial numbers will be recorded for future 
checks.  

Tires  
1. Maximum tire size is 18.4x38 or equal footprint. Any cut allowed and any rim width allowed. 
Hitch and Chassis  
1. Weights must not extend rearward beyond the tires and cannot be more than 13’ from the center of 

the rear axle to the furthest part forward.  
2. Drawbar must not exceed 20” in height or be shorter than 18” from the center of the rear axle to the 

hook point. Drawbars must be stationary in all directions.  
Safety 
1. Must comply with all IAMO General and Safety rules 
2. Turbocharged tractors will required (2) 3/8” bolts at 90 degree angles from each other as close to 

elbow as possible 
3. All tractors will have a 3/8” steel band/plate covering the flywheel area or an approved scatter safety 

blanket.  
4. Wheelie bars are required.  
5. All tractors must run rear fenders. Fenders must be as tall as the rear tires.  
6. All tractors shall be equipped with tie bars.  
7. All tractors must be equipped with front stabilizer bars or skis. The lower most portion of the bar 

must be no higher than 4" off the ground.  
 

 

 

 




