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9,000# Pro Field Tractors 
Weight  
1. 9,000 lbs. Tractors over 467CI must run 8,500LB 
Engine/Turbo/Fuel System  
1. 466 Cubic inch limit. 3500 RPM with 1% tolerance. 467 CI and up tractors will run at 8,500lbs. 
2. All tractors will be equipped with approved rpm telemetry with female plug.  
3. 13mm P-Pump maximum  
4. Turbo size shall be limited to one turbo of either choice:  
5. Any Modified Turbo of choice shall not exceed 2.82” inlet, ZERO TOLERANCE. A compressor 

measurement at the face of the wheel will not exceed a maximum of 2.82”. The wheel may be no 
larger than this measurement. Wheel must protrude into the housing 1/8th of an inch.  

6. An optional Box 3”x3” turbo for this class, a Garrett GT4202 or GT4202R, with no modifications of 
any type or style, will be allowed. Exhaust housings for this turbo must be unaltered and be of one of 
the following part numbers: 757707-1, 757707-2, 757707-3, or 757707-4.  

7. Profield 9,000 Handicaps. 467CI and up  tractors with box GT42 will run at 8500lbs, 
tractors of all CI with a turbo other than a Box Gt42 up to a precision 2.82 will run at 3,000 
rpm. IE tractor with 504CI and a 2.82 precision turbo must run at 8,500lb and 3,000rpm NO 
EXCEPTIONS 

8. Upon inspection of turbo on any given night, the turbo must be easily accessible and all ductwork 
must be removed for the inspector. Part # must all be easily readable in regards to the box turbo and 
must not be altered.  

9. Turbochargers are subject to inspection without notice by an approved inspection committee of Iowa-
Missouri Truck and Tractor Pullers.  

10. Exhaust will have two 5/16" bolts as close to the elbow as possible at a 90 degree angle from each 
other no more than 2" apart.  

11. Tractors must run factory intake manifolds OEM with a maximum 4” opening to the maker of tractor. 
Water injection systems are allowed. Only water and approved lubricants are allowed. No inter-
coolers or after-coolers allowed. Intercooler manifolds allowed, if gutted. This is open for random 
inspection and water may be provided for all tractors competing during any given event at random 
and without notice. Violation of this rule qualifies as cheating and driver and tractor, regardless of 
ownership, is banned for 1 year and 1 day from the date of the infraction.  

Tires  
1. Maximum tire size allowed is 20.8x38 any cut or 24.5x32 any cut. No tires wider than 25".  
2. Front tires may be no smaller than 7.50 x 15 or 7.5L x 15 on any rim width.  
Drawbar  
1. Drawbars will not be over 20 inches from the ground at point of pull and be a minimum of 18 inches 

from center line of the rear axle. No pulling from 2 or 3 points allowed.  
Safety  
1. Must comply will all IAMO General Rules 

2. All Pro-Field Tractors will have a 6-belt scatter blanket around the bell housing (no certification 
necessary).  
 

 


